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TECHNICAL DATA SHEET / FICHE TECHNIQUE

ZINC AIR BATTERY/ PILE AUDITIVE ZINC AIR UZA6A13

GENERAL SPECIFICATIONS / SPECIFICATION GÉNÉRALES

Technology / Technologie Zinc Air (Zn/O2)

Designation IEC / Désignation IEC PR48 / A13

Color / Couleur Orange / Orange

Nominal voltage / Tension nominal 1.45V

Capacity Retention / 

Rétention de capacité
85% [after 3 years]

Available Current / 

Courant disponible
10mA [at 1.1v]

Average weight (g) / Poids moyen (g) 81

Battery Volume / Volume batterie 0.25 Cubic cm

Shelf Life / Durée de vie 3 years / 3 ans

Dimension (mm) / Dimension Ф 7.90 x 5.40mm

100% Mercury Free / Sans Mercure 

TEMPERATURE RANGE / PLAGE DE TEMPÉRATURE

Operating temperature range / Température d'utilisation -10˚C to +50˚C

Storage Temperature Range / Température de stockage 5˚C to +30˚C

PRODUCT IMAGE / IMAGE DU PRODUIT

Hearing Aid / Aide Auditive – Standard Wireless streaming/ Streaming sans fil

RECOMMENDED APPLICATIONS / APPLICATIONS RECOMMANDÉES

Hearing Aid Instruments Appareils auditifs
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COMPLIANT WITH THE STANDARDS / CONFORME AUX NORMES

IEC 60086-1, IEC 60086-2 

ANSI C18.1M Parts 1 & 2

CAPACITY/ CAPACITÉ [IEC 60086-2:2015] 

Hearing Aid / Aide Auditive – Standard 
3 mA continuous & 12 mA / 100 ms Pulses, EPV 1.05V 230mAh [78h]

Hearing aid high drain
3 mA continuous & 5 mA / 15min ms Pulses, EPV 1.1V 220mAh [63h]
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